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If you are going to clean the product,Unplug the TV,use 
soft fabric,no water,never chemicals.



74W

PAL/BG

2 x 8W

1366 x 768
99cm

199

TV 46.25 MHz – 855.25 MHzFrequency

Note:This product uses a panel consisting of sub pixels which require  sophisticated technology to 
         produce. However, there may be a few bright or dark pixels on the screen.  These pixels will have 

 
no impact on the performance of the product.

E-waste Guideline Manual

Warranty Card



INSTALLATION NOTES
Locate the TV in a room where light does not strike the screen directly. Total darkness or  a reflection 
on the screen can cause eyestrain. Soft and indirect lighting is recommended for comfortable viewing.  
Allow enough space between the TV and the wall to permit ventilation. 
Please do not attempt to rotate the TV on the stand.
Avoid excessively warm locations to prevent possible damage to the cabinet or premature component 
failure.  

Use the four screws to fix the TV onto a wall mounting bracket (not included) via the four VESA standard 
holes on the back of the television.

Wall Mounting Installation Guidelines

Stand Assemble Instruction

(39”)

INSTALLATION

Place the TV with the display side down on a flat surface. Use a cloth 
to protect the display. 

Attach the stand base set to the bottom of the TV by firmly tightening the 
supplied 6pcs  screws. 
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USB2
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NOTE:After getting through the power supply, press the
          power switch on the TV  (“  ” means connected), 
          the television enter into standby mode, press the 
          standby key on the remote control , then the TV 
         enter into normal playing status.
         The “O” on the power switch means shut off the
         power.
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TV
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These models do not support
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Installation Guide

The First Time Setup screen will appear when the 
TV is first switched on or reset to the factory 
setting.

Press tons to navigate the menu and    
tons to change the settings. Select your 

desired language, Home/Shop Mode to e 
displayed  on the menu.

Home or Shop modes
When the unit is turn on for the very first time, it 
will show Initialization set-up menu. After the 
OSD  language is set, the user can choose etween 
"shop mode" and "home mode".
When the screen shows the following setting menu 
and the cursor stays on the "home mode" choice, 
press to adjust, and "OK" to enter the menu.

Choose "OK" to enter the next prompt Auto 
Tuning. 

ATV
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FavFAV

You can adjust the OSD Language, Aspect Ratio, 
Blue Screen, Reset, Software Update(USB), Shop Mode,
CEC.

Standard

Medium

Standard
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Shop Mode Off

CEC








